
 

 

 

 

 

 

 

 

 

 

 

 

SPRING/SUMMER 2014 

PHASE 2 –Traffic Circulation Modifications 

Estimated Duration- 8-12 Weeks 

NOTES 

 

1) This plan depicts construction of curb extensions and traffic signal installation to support changes to the traffic circulation. 

2) Additional work may be performed during this phase through the use of MassDOT standard temporary traffic control details with propor approval from the engineer. 

3) This plan depicts workzones and lane reductions for off peak traffic periods. During peak periods (7AM-9AM and 3PM-5PM) the contractor shall provide the existing number of travel lanes 

throughout the project. Work not in the travel way during peak periods may occurr with approval of the engineer and the City. 

4) Contractor shall coordinate bus stop relocations and any disruptions to bus service with MBTA prior to implementation. 

5) Contractor shall  remove any existing pavement markings that conflict with proposed temporary markings and shall bag or remove signage that conflicts with existing traffic patterns. 

6) Sheet 77 contains traffic signal timing and phasing sequences. 

7) Contractor shall construct southeast to southwest corners at separate times to provide a pedestrian route around construction. 

8) Contractor shll provide temporary access to adjacent businesses arnd residences during construction. Work zones shown on plans may cae 

 

 

Plans on subsequent pages.  

  



  





 


